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SECURED STAPLE PUSH ROD  
STAYS ATTACHED - CAN'T BE LOST

CHANNEL GUIDES AND  
PROTECTS CABLELOOSE CABLE STAPLER

Use this stapler to drive insulated staples for Voice, 
Data, Video, NM (Romex®) nonmetallic sheathed 
cable. Designed to push the handle, rather than 
squeeze for easy, consistent performance. Forward 
action design provides stability and drives the 
force to where the stapling is taking place.
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Cat. No. UPC 0-92644+ Description Weight For Use With

450-01 45001-3 Loose Cable Stapler 1.7 lb (0.77 kg) Voice, Data, Video, NM (Romex®)  
nonmetallic sheathed cable

Insulated Staples — Sold separately in 300 qty. packs
Cat. No. UPC 0-92644+ Size (H x W) Leg Length For Use With

450-003 58330-8 11/32" x 19/32" 
(9 mm x 15 mm)

7/8" 
(22 mm)

• CAT3/5e/6/6A (up to 3), CAT7 (up to 2)
• RG59/6/6Q (up to 2) coax cable
• NM (Romex®) 14-3, 14-3G, 12-3

450-004 58331-5 31/64" x 13/64" 
(12 mm x 5 mm)

7/8" 
(22 mm)

• CAT3/5e/6/6A (up to 3), CAT7 (up to 2)
• RG59/6/6Q (up to 2) coax cable
• NM (Romex®) 14-2, 12-2, 10-2

Cushion-grip handle

Cast aluminum body 
for durability

Convenient clip 
for attaching stapler 
to belt or tool bag, 
mounts to either side

Insulated staples

11/32" x 19/32"

450-003

31/64" x 13/64"

450-004

•  Forward action handle for stability 
and single-handed operation

• Jam resistant

•  UL-listed insulated staples


