
Rated for Safety

Proud ly  Made  in  Amer ica

Now Ava i lab le  in  Aus t ra l ia  and  New Zea land

Insulated Screwdrivers



633-7INS

605-7INS
Insulated Screwdrivers
Product Code Point Size Shank Length (mm) Overall Length (mm)

 Phillips-Tip – Round Shank

633-4INS #1 102 197

603-4INS #2 102 212

603-7INS #2 178 288

633-7INS #3 178 315

 Cabinet-Tip – Round Shank Tip Width (mm)

607-3INS 2.4 76 171

612-4INS 3 102 197

601-4INS 5 102 197

601-7INS 5 178 273

602-4INS 6 102 212

605-7INS 6 178 288

602-7INS 8 178 315

602-8INS 9.5 204 340

2-Piece Screwdriver Set Set Includes

33532-INS (1) 602-4INS – 6 mm Cabinet-Tip / 102 mm Shank
(1) 603-4INS – #2 Phillips-Tip / 102 mm Shank

Insulated Screwdrivers
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Thick, exceptionally 
tough, high-dielectric 
white inner coating is 
bonded to the tool.

A flame retardant, 
impact-resistant, 
orange outer coating.

Custom, 
US-made  
tool steel.

White underlayer 
provides a warning of 
compromised insulation.

Tip-Ident® USA quickly identifies 
the type of screwdriver and 
tip orientation.

Klein insulated tools meet or exceed IEC 60900, 
ASTM F1505 standards. They are clearly marked 
with the official 1000-volt rating symbol.


