-Holding Screwdrivers

Start & Drive Screws with One Handed Operation
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screw-Holding Sc

Starts and drives screws with one hand when
working in hard-to-reach spaces

Shank Overall

Tip Length Length
Cat. No. Type Tip Size (mm) (mm) Weight (kg)
32215 & 1/4'(6 mm) 178 276 0.15
32216 @ #2 178 276 0.15

Positive gripping action holds, starts, and drives slotted screws in awkward, hard-to-reach places
Split-blade screw-holding driver wedges into screw slot
Not designed for torquing or tightening [ =
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MADE IN USA

K36

Shank Overall Shank Overall
Tip Length Length Tip Length Length
Cat. No. Type Tip Size (mm) (mm) Weight (kg) Cat. No. Type Tip Size (mm) (mm) Weight (kg)
K21t & 1/16'(15mm) 76 133 0.023 K38t ‘@ 1/4'(6mm) 203 298 0.091
K23 S 316" (5mm) 76 133 0.023 K44 S 516 (8 mm) 102 209 0.113
K28 S 316 (5 mm) 203 260 0.045 K46 S 5/16'(8mm) 152 260 0.113
K34+ S 14 (6 mm) 102 197 0.045 K48 S /16 (8 mm) 203 311 0.136
K36¢ e 1/4" (6 mm) 152 247 0.068 1 Precision blade for use with small precision screws. Blade thickness of 0.71 mm expanding to 1.14 mm
1 Blade thickness of 1.09 mm expanding to 2.16 mm
Note: K21 and K23 have pocket clips
3-Piece

Not designed for torquing or tightening

Cat. No. Set Contains Weight (g) ————— “
SK234 0.181 =
Cat. No. Tip Tip Size Shank

Type Size (mm)

K23 S 3/16'(5mm) 76 ___ﬂ
K34 S /4 @6mm) 102 .
K46 —

5/16" (8 mm) 152
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