Designed by Electricians
for Electricians

Large Fork Opening

Measures 1/0 wire and AC currents
up to 200A.

Backlit display is readable
even in dark locations.
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SPECIALTY CLAMP METERS
200A AC Fork Meter

MEASUREMENT CL3000
N ACCurrent 200A
V  AC\Voltage 750V
WV DC Voltage 1000V
()  Resistance 40MQ
-|(- Capacitance 40pF
Hz/ Frequency /Duty Cycle 100 kHz
> Diode Test °
101 Continuity °
CAT Rating CAT 11 600V
Listing °(€ID“5 c E
LISTED

Dimensions: 7.50" Hx 2.70' Wx 1.7 D
(191 mm H x 68.6 mm W x 43.2 mm D)

Weight: 7.4 0z. (210 g)

UPC: 0-9264469204-8

Included Accessories:
test leads, batteries, carrying case

Accessories Available:
* Replacement test lead set
* Replacement carrying case

Large Fork
Opening
measures 1/0
wire and
AC currents
up to 200A
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Side-Mounted Dial
for ease of use
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Backlit Display

<— Lead Storage
protects leads
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Backlit Display

Measure Voltage

AWARNING: Read, understand, and follow all instructions, cautions and warnings attached to and/or packed with all test and measurement devices before each use.
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See our complete line of test and measurement products at

www.kleintools.com .
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